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Material Name 

Soluble Oil DO 
Adapted from USDL form OSHA -20 ·May 1972 

~M~a-n-uf~a-ct-u-re-r'~s-n_a_m_e------------------------------------~S~pe-c~~~ic~a~ti~on~C~o~de~-------------

Section I · General 
Atlantic Richfield Companv 17:176 

Manufacturer's Address Emergency Telephone (24 hr.) 

515 South Flower Street, Los Angeles, California 90071 312/468-9300 
Name (B.rand·Tradel and Synonyms I Chemical Family 

Not Applicable {~N~/A~) ______________________ J_-=Lu=b~r~1~·c=a=t~i~s~g~O~i~l ______________________ __ 
Summary Sectton II · Summary 

of .Haza~dous Information 

TLV Smg/m 
(Source) oil mist 
particulate 
ACGIH 1975 

CAUTION: SLIGHTLY COMBUSTIBLE. Use with adequate ventilation 
and avoid breathing high concentrations of mists or vapors. 
Avoid eye contact and prolonged or repeated skin contact. 

Boiling *IBP 212 t Evaporation Rate Other 
Section Ill • Physical and 
R~activity Data , Point IF"l > 600 1 Ether = 1} 1 250 SUS/100°F Viscosity 

Incompatibility (materials to avoid) alkalies, .and oxidizers 

flame. 

pine odor 

monoxide, carbon dioxide, and trace 
of sodium, sulfur, and potassium. 

Flammable Limits Lower Flammable N /A 
(% by volume in air! Limit 

Upper Flammable 
Limit 

t normal atmos. 

co2, foam, and water fog 

N/A 

For fires involving this material, do not enter any enclosed or confined fire space 
without proper protective equipment to avoid breathing normal products of combustion 
and oxygen deficiencies. 

* Product contains sma lsifible ter with 
Unusu and Explosion Hazards 

Slightly combustible. When heated above the boiling point of the hydrocarbon components 
this material may release flammable vapors which can burn or be explosive in confined 
spaces and exposed to a source of ignition. t-1ists or sprays may be combustible at 
temperatures below the boiling point. Keep away from heat and en flames. 

Eye Contact 

Skin Contact 

Inhalation 

Ingestion 

A.R CO 738 '? 

Note to 
Physician N/A 

Flush eyes with plenty of low pressure water. 

Remove by wiping, wash skin with soap and plenty of water. 

Remove from contaminated area to fresh air. 

If large amounts of this material are ingested, give quantities of water, 

induce vomiting and get medical attention. 

Front lmoor~~n;· See Reverse Side 

BOE-C6-0226567 



Eve Contact X 

Skin Irritation X 

Inhalation X 

Ingestion 

M DS 443 
D j'r1 S / :1,.,,.,;,, Nomo 

Soluble Oil DO 
Hazard 

Skin disorder resulting from prolonged or repeated skin 

contact and lack of c ·~~·a~n~l~i=n~e~s~s-----------------------------------------­
"Signs and Symptoms 

Eye irritation may result from mists or from contact with liquid. 

Skin irritation leading to dermatitis may result from prolonged or 
repeated skin contact. 

Inhalation of mist or vapors may cause respiratory irritation. 

Effects of Overexposure 

Sectton VII 
Spill or Leak Procedure 

Contact of the oil with eyes may result in slight eye irritation. 
Prolonged or repeated skin contact may cause skin irritation and 
dermatitis. 

Precautions if Material. is Spilled or Released . 

Remove all sources of ignition around spill area. 
Clean up spill as soon as possible. 

Waste Disposal Methods Use absorbent material such as clay or diatomaceous earth to clean up 

spill. Dispose of contaminated material in an approved disposal site. Comply with 

Federal, State and local regulations concerning waste disposal into landfills. 

•ct10n VIII Spec1al 
otection lnformat1on 

Eye Protection 

Skin Protection 

avoided, 
cloth in 

Respiratory Protection 

V:entilation 
Use adequate ventilation to keep oil mists of this material 
below applicable standard. (See Section II-TLV) 

Chemical type goggles or face mask should be worn if splashing 
cannot be avoided. 

1 

Avoid prolonged or repeated skin contact. If skin contact cannot be 
proper skin protection should be worn. This may consist of oil impervious 
such as loves, a ron, boots and facial rotection. 

None needed under. normal conditions with adequate ventilation. If exposure exceeds 
the TLV, respiratory protective equipment must be worn. 

Other Protection 
Impervious aprons and sleeves should be worn provided they do not create an accident 

hazard. They should be kept clean by frequent washing. 

Section IX · · · ' Handling and Storage 

S~cial Precautions . . . : 

Store away from open flames. 

General Comments 
Use good personal hygiene practices. In case 

soap and water. Avoid using solvents (gasoline, kerosene, 
skin cleaners. Oil soaked clothing should be removed and 
laundered before reuse. 

Disclaimer of Liability 

of skin contact wash with 
etc.) and harsh abrasive 

Date Issued 

November, 1976 

As the conditions or methods of use are beyond our control, we do not assume any responsibility and expressly disclaim any 

liability for any use of the material. Information contained herein is believed to be true and accurate but all statements or 

suggestions are made without ar.y warranty, express or implied, regarding accuracy of the information, the hazards connected 

with the use of the material or the results to be obtained from the use thereof. 

BOE-C6-0226568 


